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Thermo Canapa
Hemp fiber

Hemp fiber is a completely natural, biological and ecological material. The panels 
are obtained by reducing the stems of the plant into shavings, alloying them toge-
ther with potato starch, natural glues and in some cases with polyester fibers. 

For its excellent characteristics Thermo Canapa is used in building as insulation of 
the internal walls, in the interspaces, in the attics and where is required a resistant 
to the possible formation of interstitial humidity or environmental humidity.

Eco-friendly solution 
for thermo-acoustic insulation

www.pafile.it
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Performance
of Thermo Canapa

Thermo insulation
Thermo Canapa protects from the winter cold and the summer heat,
accumulating the environmental temperature guarantees an optimal and healthy 
microclimate.

Acoustic insulation
Thermo Canapa, used in combination with other materials, is able to absorb the 
sound waves deriving from the reverberation, releasing an ideal living comfort into 
the environment.

Useful life
Thermo Canapa provides long-lasting performance, remaining stable over time 
and withstanding humidity and temperature variations.

Hygrometric behaviour
Thermo Canapa panels are breathable and their application is recommended in 
very humid environments. In fact, hemp has the advantage of absorbing moisture 
and releasing it over time.

Eco sustainability
Its transpiring properties avoid the occurrence of interstitial condensation,
ensuring healthy living environments, free of bacteria, mold and microorganisms.

www.pafile.it
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Applications
of Thermo Canapa
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Thermo Canapa panels are proposed in various thicknesses for applications in the 
internal or external section of the building.

Wooden structure
Thermo Canapa, is mainly used for the insulation of modern frame wood struc-
tures, guarantees excellent performance, perfectly combining the main character-
istics required by this type of construction; thermal, acoustic and interstitial mois-
ture resistance.

Internal Perimetral wall
Thermo Canapa, used as a layer of internal perimeter insulation in the energy ef-
ficiency of existing buildings, ensures breathability and unattackability by microor-
ganisms.

Attic
Thermo Canapa used for insulation inside the attic guarantees excellent thermal 
insulation performance and durability.
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Data sheets
of Thermo Canapa
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Thermo Canapa is a panel made of hemp fibers.
Universal product with good thermal and acoustic insulation characteristics, which 
can be used in the interspaces and in the flat attics.

* possibility of having perforated panels

THERMO CANAPA

Types
Thermal

conductivity W/mK
Density
kg/mc

Thicknes
mm

Dimensions
mm

Specific heat
J/kgK

Vapour
permeability µ

Compressive 
strength kPa

Thermo 
Canapa Flex

0,040
35

± 10%
40-50-60-80-100
120-140-160-180

600x1200 1700 1/2 /

Thermo
Canapa

Cappotto
* 0,039

100
± 10%

20-40-60-80-100
Unique Layer

120-140-160-180
200-220-240

Coupled layers

625x800 1700 3,9 /





PAFILE Srl

Offices: Via Ortigara, 2/B - 36030 Fara Vicentino (VI) - Italy
Manufacturing plant: Viale Brenta, 105 - 36056 Tezze Sul Brenta (VI) - Italy

Phone +39 0445 300018 - Fax +39 0445 307623
e-mail: info@pafile.it - www.pafile.it G
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